how outdoor living should feel

greAt outdoors

Imagine a deck that won't fade, stain, rot or split
trex is the most weather-resistant, low-maintenance composite decking
product on the market. in fact, the material won’t warp or splinter, will never
require staining or painting, is fade, stain, mould and scratch-resistant and
will still look good in 25 years’ time.
each year, trex recycles 1.5 billion shopping bags and hasn’t felled a single
tree for deck manufacture during its 20-year history.
trex is the ideal solution for those seeking a high performance, low
maintenance deck solution.

/ never needs painting or oiling

/ realistic wood grain eﬀect

/ won't fade or stain

/ Made from 95% recycled materials

/ easy to install

/ 25 year limited residential warranty

/ screw-less ﬁnish

/ 10 year limited commercial warranty

| Watch our videos at www.arbordeck.co.uk |
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the seCret is in the shell
The signature Trex shell combines high performance, low maintenance and a deep, realistic wood
grain effect. trex’s protective shell covers the board on three sides, offering superior weather
protection while still allowing your deck to breathe, adding to its durability.
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Trex. How outdoor living should feel.

01469 532 300

sales@arborforestproducts.co.uk

| Request your inspiration sample pack at www.arbordeck.co.uk |

High performance, low maintenance

for more than 20 years trex has developed, defined and perfected woodalternative decking. the trex decking range is the ultimate combination of
fade-resistant beauty with outstanding durability and low maintenance.
never needs painting, oiling or staining.

trex composite decks are made of 95% recycled sawdust and plastic packaging,
providing unparalleled durability while being environmentally friendly. Additionally
trex uses some of the most earth-friendly manufacturing processes available,
reclaiming factory waste and eliminating the use of harmful chemicals.

trex composite deck boards are wrapped on three sides in a high-performance
protectant shell that resists fading, staining, rot and splitting. By allowing the board
to breathe and moisture to escape a stable and long-lasting deck is achieved,
ensuring your trex deck will look as fresh as your garden for years to come.

grooved edge trex boards can be used with the trex hidden fastening system
which provides the ultimate screwless finish. it is also quick and simple to install.

trex decking comes complete with a trex limited warranty. this guarantees
the product for 25 years if used in a residential area, and 10 years in a commercial
setting.

| Find out more at www.arbordeck.co.uk |
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Our signature range

The innovative shell
provides wear resistance
for high traﬃc areas and
a deeper grain ﬁnish.

the original and best-selling range, transcend®
features the renowned high-performance trex shell.
it has a realistic woodgrain eﬀect and provides
superior weather protection which preserves the
natural wood look for years to come.

Trex shell oﬀers enhanced stain,
fade and scratch resistance.

Solid core improves
durability and does
not crack or break
like hollow proﬁles.

the trex transcend® range is the ultimate combination
of fade-resistant beauty with outstanding durability
and none of the maintenance associated with
a timber deck.
Board protected on
three sides for superior
weather protection and
also allows the board
to breathe.

it is available in six nature inspired colours and comes
with a 25 year residential and 10 year commercial
limited warranty.

Tiki Torch

Gravel Path

Lava Rock

Island Mist

Core is made of 95%
recycled content.

Trex shell is a proprietary custom
blend of nine elements which
deliver a natural, low sheen.

Spiced Rum

Vintage Lantern

Note, colours shown are as accurate as the print process will allow. Please request a sample prior to ordering.

| Request your inspiration sample pack at www.arbordeck.co.uk |
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tiKi torCh

A warm, earthy shade featuring striking
rich, reddish-brown hardwood streaking

Realistic
wood-grain
effect
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Grooved
boards

Square
boards

3.66m
lengths

4.88m
lengths

Fascia
board
available

Limited
commercial
warranty

Limited
residential
warranty

| Request your inspiration sample pack at www.arbordeck.co.uk |

grAvel PAth

gravel path is a pristine, stony grey. inspired by nature the deep
woodgrain pattern delivers a serene, contemporary look

Realistic
wood-grain
effect

Grooved
boards

Square
boards

3.66m
lengths

4.88m
lengths

Fascia
board
available

Limited
commercial
warranty

| Request your inspiration sample pack at www.arbordeck.co.uk |

Limited
residential
warranty
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lAvA roCK

Border in tiKi torCh

reddish black hardwood streaking creates a deep and
evocative setting for long, hot summer barbecues

Realistic
wood-grain
effect
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Grooved
boards

Square
boards

3.66m
lengths

4.88m
lengths

Fascia
board
available

Limited
commercial
warranty

Limited
residential
warranty

| Request your inspiration sample pack at www.arbordeck.co.uk |

islAnd Mist

this calm, silvery shade mimics the natural
look and feel of aged tropical hardwood

Realistic
wood-grain
effect

Grooved
boards

Square
boards

3.66m
lengths

4.88m
lengths

Fascia
board
available

Limited
commercial
warranty

| Request your inspiration sample pack at www.arbordeck.co.uk |

Limited
residential
warranty

Trex. How outdoor living should feel.
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sales@arborforestproducts.co.uk
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sPiCed ruM

the warm umber hue feels rich and earthy
adding a touch of the Caribbean to any home

Realistic
wood-grain
effect
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Grooved
boards

Square
boards

3.66m
lengths

4.88m
lengths

Fascia
board
available

Limited
commercial
warranty

Limited
residential
warranty

| Request your inspiration sample pack at www.arbordeck.co.uk |

vintAge lAntern

Border in tiKi torCh

A deep burnished bronze, inspiring old world
elegance, and stunning with any style or setting

Realistic
wood-grain
effect

Grooved
boards

Square
boards

3.66m
lengths

4.88m
lengths

Fascia
board
available

Limited
commercial
warranty

| Request your inspiration sample pack at www.arbordeck.co.uk |

Limited
residential
warranty

Trex. How outdoor living should feel.
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sales@arborforestproducts.co.uk
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The Contour® shell provides
a minimalist surface texture,
alongside low-slip qualities.

Standard shell oﬀers enhanced
stain, fade and scratch resistance.

Solid core improves durability
and does not crack or break
like hollow proﬁles.

Performance and value
trex Contour® composite deck boards feature a
minimalist surface texture, with our standard grade
trex shell. with a scalloped under surface, it’s a great
combination of value and performance.
it is available in a limited range of two colours
and comes with a 25 year residential and 10 year
commercial limited warranty.

Board protected on
three sides for superior
weather protection and
also allows the board
to breathe.

Core is made of 95%
recycled content.

Scalloped underside provides
a great combination of value
and performance.

Commercially-focused
trex Contour® was designed to comply with Bs7976-2: 2002 by
meeting the hse’s recommendation for low-slip potential, achieving
a minimum reading of 36 on the pendulum test in both wet and
dry conditions. this means the range is ideal for those areas
where you need extra grip properties, such as steps and ramps,
or even for a complete deck. for in-depth test results, further
advice and support please contact us.
Pebble Grey

Limited
commercial
warranty

Low-slip
decking
solution

Torino Brown

Note, colours shown are as accurate as the print process will allow. Please request a sample prior to ordering.

| Request your inspiration sample pack at www.arbordeck.co.uk |
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PeBBle grey

exquisite warm grey tone, with beautifully
placed wood grain streaking

Minimalist
surface
texture

Grooved
boards

Square
boards

3.66m
lengths

4.88m
lengths*

Limited
commercial
warranty

Limited
residential
warranty

*4.88m lengths not available in square edge option
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| Request your inspiration sample pack at www.arbordeck.co.uk |

torino Brown

deep rich honey brown with warm wood tones
with classic wood grain streaking

Minimalist
surface
texture

Grooved
boards

Square
boards

3.66m
lengths

4.88m
lengths*

Limited
commercial
warranty

Limited
residential
warranty

*4.88m lengths not available in square edge option

| Request your inspiration sample pack at www.arbordeck.co.uk |

Trex. How outdoor living should feel.
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Note, colours shown are as accurate as the print process will allow. Please request a sample prior to ordering.

sPeCifiCAtion
BOARD TYPE

Island
Mist

Tiki
Torch

Spiced
Rum

Lava
Rock
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WIDTH x DEPTH

LENGTH

PRODUCT CODE

Grooved edge

25mm x 140mm
25mm x 140mm

3.66m
4.88m

gTRGBIM366
gTRGBIM488

25.0m2 / 48 boards
33.5m2 / 48 boards

Square edge

25mm x 140mm
25mm x 140mm

3.66m
4.88m

gTRSBIM366
gTRSBIM488

25.0m2 / 48 boards
33.5m2 / 48 boards

Fascia board

14mm x 184mm
14mm x 286mm

3.66m
3.66m

gTRF1IM366
gTRF2IM366

20.9m2 / 60 boards
31.4m2 / 40 boards

Grooved edge

25mm x 140mm
25mm x 140mm

3.66m
4.88m

gTRGBTT366
gTRGBTT488

25.0m2 / 48 boards
33.5m2 / 48 boards

Square edge

25mm x 140mm
25mm x 140mm

3.66m
4.88m

gTRSBTT366
gTRSBTT488

25.0m2 / 48 boards
33.5m2 / 48 boards

Fascia board

14mm x 184mm
14mm x 286mm

3.66m
3.66m

gTRF1TT366
gTRF2TT366

20.9m2 / 60 boards
31.4m2 / 40 boards

Grooved edge

25mm x 140mm
25mm x 140mm

3.66m
4.88m

gTRGBSR366
gTRGBSR488

25.0m2 / 48 boards
33.5m2 / 48 boards

Square edge

25mm x 140mm
25mm x 140mm

3.66m
4.88m

gTRSBSR366
gTRSBSR488

25.0m2 / 48 boards
33.5m2 / 48 boards

Fascia board

14mm x 184mm
14mm x 286mm

3.66m
3.66m

gTRF1SR366
gTRF2SR366

20.9m2 / 60 boards
31.4m2 / 40 boards

Grooved edge

25mm x 140mm
25mm x 140mm

3.66m
4.88m

gTRGBLR366
gTRGBLR488

25.0m2 / 48 boards
33.5m2 / 48 boards

Square edge

25mm x 140mm
25mm x 140mm

3.66m
4.88m

gTRSBLR366
gTRSBLR488

25.0m2 / 48 boards
33.5m2 / 48 boards

Fascia board

14mm x 184mm
14mm x 286mm

3.66m
3.66m

gTRF1LR366
gTRF2LR366

20.9m2 / 60 boards
31.4m2 / 40 boards

Trex. How outdoor living should feel.

01469 532 300
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FULL PACK SIZE / BOARDS

TIPS
Achieving a ﬂawless look

The hidden fastening system features the Trex
universal clip, the perfect way to fasten routed boards
to the joists with no visible screw heads on the
walking surface. The high precision universal clip also
creates perfectly consistent spacing between the
boards for a flawless look. See page 20 for more
information on fixing options.

Trex Hideaway Groove Cutter
gTRROUTTOOL

Trex square edge boards require traditional screws for
installation. However, a Trex hideaway groove cutter
can be used to route a groove into the side of any
traditional board to accommodate the hidden fastening
system. This is ideal for starter boards and steps.

| Request your inspiration sample pack at www.arbordeck.co.uk |

Note, colours shown are as accurate as the print process will allow.
Please request a sample prior to ordering.

sPeCifiCAtion
BOARD TYPE

Vintage
Lantern

Gravel
Path

WIDTH x DEPTH

LENGTH

PRODUCT CODE

FULL PACK SIZE / BOARDS

Grooved edge

25mm x 140mm
25mm x 140mm

3.66m
4.88m

gTRGBVL366
gTRGBVL488

25.0m2 / 48 boards
33.5m2 / 48 boards

Certified installer scheme

Square edge

25mm x 140mm
25mm x 140mm

3.66m
4.88m

gTRSBVL366
gTRSBVL488

25.0m2 / 48 boards
33.5m2 / 48 boards

Fascia board

14mm x 184mm
14mm x 286mm

3.66m
3.66m

gTRF1VL366
gTRF2VL366

20.9m2 / 60 boards
31.4m2 / 40 boards

ARE YOU A DECK INSTALLER?
GROW YOUR BUSINESS WITH
TREX® - THE WORLD’S #1
DECKING BRAND

Grooved edge

25mm x 140mm
25mm x 140mm

3.66m
4.88m

gTRGBGP366
gTRGBGP488

25.0m2 / 48 boards
33.5m2 / 48 boards

Square edge

25mm x 140mm
25mm x 140mm

3.66m
4.88m

gTRSBGP366
gTRSBGP488

25.0m2 / 48 boards
33.5m2 / 48 boards

Fascia board

14mm x 184mm
14mm x 286mm

3.66m
3.66m

gTRF1GP366
gTRF2GP366

20.9m2 / 60 boards
31.4m2 / 40 boards

/ Gives customers
confidence in your
service
/ Website and
telephone referrals
/ Warranty
registration

sPeCifiCAtion

/ Marketing support
BOARD TYPE

WIDTH x DEPTH

LENGTH

PRODUCT CODE

25mm x 140mm
25mm x 140mm

3.66m
4.88m

gTRGBPG366
gTRGBPG488

25.0m2 / 48 boards
33.5m2 / 48 boards

Square edge

25mm x 140mm

3.66m

gTRSBPG366

25.0m2 / 48 boards

Grooved edge

25mm x 140mm
25mm x 140mm

3.66m
4.88m

gTRGBTB366
gTRGBTB488

25.0m2 / 48 boards
33.5m2 / 48 boards

Square edge

25mm x 140mm

3.66m

gTRSBTB366

25.0m2 / 48 boards

Grooved edge

Pebble
Grey

Torino
Brown

| Request your inspiration sample pack at www.arbordeck.co.uk |

FULL PACK SIZE / BOARDS

Trex. How outdoor living should feel.

Trex® is one of the fastest growing
products in the landscaping sector.
Become a TrexPRO® certified
installer and maximise your
opportunity.
For more information please get
in touch on 01469 532 300.

01469 532 300

sales@arborforestproducts.co.uk
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fiXing fleXiBility
the trex® range of ﬁxing accessories has been selected to provide ﬂexibility for each and every project
with a choice of ﬁxings to suit a range of diﬀerent uses and applications. they are designed to match
the superior performance of trex® decking and to ensure an easy install whether you decide on
a traditional face ﬁx or a screwless ﬁnish.

Universal clip

20
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Colour Match Composite
Deck Screws

Deckfast® Fascia Screws
these colour match screws are
designed to accommodate the
expansion and contraction that
can occur with fascia boards.
they are installed using the
pre-drilling fascia tool which
is available separately see below.

simple-to-use self-gapping clip
attaches two groove boards together
and achieves a screwless ﬁnish
alongside consistent spacing. it
features a pre-set stainless steel screw
for increased durability. this method
is only suitable for grooved boards on
a timber substructure. A glass ﬁlled
nylon screw is also available for metal
substructures, ask for more
information.

these epoxy coated steel screws are
used to install the square edge deck
boards for a traditional face-ﬁx. they
are colour matched and come in three
colours: dark Brown (for use with
vintage lantern, lava rock and spiced
rum), grey (for use with gravel Path,
island Mist and Pebble grey) and light
Brown (for use with tiki torch and
torino Brown).

Starter clip

Pro Plug® Composite Deck Screw

Deckfast® Fascia Tool

these black, stainless steel
ﬁxings are used to install the
perimeter deck boards. they
are only required with grooved
boards. it features a stainless
steel screw for increased
durability. A glass ﬁlled nylon
screw is also available for
metal substructures, ask for
more information.

A superior easy-to-install plug
fastening system for an invisible face
ﬁx. the system includes epoxy coated
carbon steel screws, a colour matched
deck plug to provide an invisible ﬁnish
and a PvC tool which drives screws to
the correct depth without stripping
the screw recess or damaging the
deck board surface.

the pre-drilling deckfast® tool
creates an over-sized hole for
the fascia screw, so that the
fascia board hangs from the
screw and can expand and
contract without putting a
large amount of force on the
fastener.

Trex. How outdoor living should feel.

01469 532 300

sales@arborforestproducts.co.uk

| Request your inspiration sample pack at www.arbordeck.co.uk |

SPECIFICATION

FIXINGS

PRODUCT

DESCRIPTION

COLOUR

PRODUCT CODE

LENGTH

QTY

Universal Clip

For use with the Trex grooved deck board on a timber substructure. Includes stainless steel screw.
For use with the Trex grooved deck board on steel joists of 18 gauge classification.* Includes glass filled nylon screw.

n/a
n/a

gTRCLIPa
gTRCLIPc

40mm

90 per box
(covers 4.5m2)

Starter Clip

For use with the Trex grooved deck board on a timber substructure. Includes stainless steel screw.
For use with the Trex grooved deck board on steel joists of 18 gauge classification.* Includes glass filled nylon screw.

n/a
n/a

gTRCLIPb
gTRCLIPd

40mm

36 per box
(covers 36m2)

Colour Match Composite
Deck Screws

For use with square edge deck boards colours: Vintage Lantern, Lava Rock & Spiced Rum. Includes drill bit
For use with square edge deck boards colours: Island Mist, Gravel Path, Pebble Grey. Includes drill bit.
For use with square edge deck boards colours: Tiki Torch, Torino Brown. Includes drill bit.

Dark Brown
Grey
Light Brown

gTRSCREW70VL
gTRSCREW70GP
gTRSCREW70TH

60mm

350 per box

Island Mist
Gravel Path
Tiki Torch
Lava Rock
Vintage Lantern
Spiced Rum

gTRPGSCRIM
gTRPGSCRGP
gTRPGSCRTT
gTRPGSCRILR
gTRPGSCRIVL
gTRPGSCRSR

70mm

350 screws &
375 plug per box

Pro Plug Composite Deck
Screw with colour match
deck plug

Composite deck screw colour matched deck plug for Trex Transcend. Also includes sinking tool.
Only available for Trex Transcend

Deckfast® Fascia Screws

Colour match fascia screws. Only available for Trex Transcend fascias.

Vintage Lantern
Island Mist
Lava Rock / Spiced Rum
Gravel Path
Tiki Torch

gTRFASCRLAVL
gTRFASCRIM
gTRFASCRLR
gTRFASCRGP
gTRFASCRTT

48mm

100 screws per box

Deckfast® Fascia Tool

To help install fascias using the Deckfast Fascia Screw.

n/a

gTRFASTOOL

n/a

Each

* If
to steel
which
grade
|*Ifyou
Request
your freeon
sample
atjoists
www.arbordeck.co.uk
|
youare
areinstalling
installing
onto
steel
joists
whichhave
haveaadiﬀerent
different
grade please call
please call 01469 532 300 for more information.
01469 532 300 for more information.

Trex.
Trex. How
How outdoor
outdoor living
living should
should feel.
feel. 01469
01469 532
532 300
300 sales@arborforestproducts.co.uk
sales@arborforestproducts.co.uk
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treX rAiling
systeM
Combining safety and style
generally, wherever there’s decking, there’s railing and when
you’re installing a low-maintenance, long lasting deck, you need
a railing system to match. the trex signature® aluminium solution
provides a durable and stylish outdoor railing system.

Charcoal Black

Trex Signature® railing
think sleek, contemporary aluminum deck rails that blend
perfectly into your surroundings. trex® signature railing
combines eﬀortless style with exceptional strength.
A wide variety of elements are available to customise your
balustrade system to meet your deck design. Available for both
high level and low level decks, options include horizontal rail
kits, stair rail kits and adjustable gates.

Minimal and
contemporary look

near-zero
maintenance

Powder coated
aluminium

25-year limited
warranty

Limited
warranty

Request
free
sample at on
www.arbordeck.co.uk
| See
pageyour
24 for
information
railing components | |

New: Bronze

Trex. How outdoor living should feel.

01469 532 300

sales@arborforestproducts.co.uk
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sPeCifiCAtion

1

3

Trex Signature® Railing is available in Charcoal Black and Bronze. Colours shown are as
accurate as the print process will allow. Please request a sample prior to ordering.

rAiling

PRODUCT
NAME

WIDTH x LENGTH
x HEIGHT

PRODUCT
CODE

PRODUCT
DESCRIPTION

PRODUCT
NAME

WIDTH x LENGTH
x HEIGHT

PRODUCT
CODE

PRODUCT
DESCRIPTION

Signature
aluminium
post with
cap & skirt horizontal rail

63mm x 63mm
x 1.090m

Black:
gTRSHPB

Includes post, cap and skirt.

Adjustable
gate

121mm x 63mm
x 1.090m

Black:
gTRSGTB

Can be customised to fit nearly
any opening up to 48 inches wide.

Signature
aluminium post
with crossover
bracket horizontal rail

63mm x 63mm
x 1.090m

Signature
aluminium
rail kit with
square
balusters horizontal rail

45mm x 1.82m
x 1.090m

Bronze:
gTRSHPBZ

Aluminium plate and hardware (gTRSAP)
is required if you are fitting this to a
timber or composite deck.

Includes post, skirt and crossover bracket.

Black:
gTRSHXPB
Bronze:
gTRSHXPBZ

Aluminium plate and hardware (gTRSAP)
is required if you are fitting this to a
timber or composite deck.

Only available in black.

Gate
hardware
pack

N/A

Black:
gTRSGTHW

Includes two adjustable self-closing
hinges, one locking hasp with keys.

Used in place of a Horizontal Post when
joining two rail kits together and looking
for a seamless run between two kits.

Black:
gTRSRKHB
Bronze:
gTRSRKHBZ

Includes top rail, bottom
rail, infill kit, balusters and all
brackets to fit the railing to
the post.

Used to attach the Adjustable Gate
to the Aluminium Post.

Only available in black.

Extra fixed
bracket set horizontal

N/A

Black:
gTRSFBHB
Bronze:
gTRSFBHBR

Includes square balusters
(13 per kit).

Extra brackets - required when a
horizontal railing kit is cut and
additional posts are to be fitted.
These are the same brackets that
are included in the horizontal rail kit.
Four brackets per pack.

3

Trex Signature railing is a 3-step process.
Purchase a Signature aluminium post (1) (which
includes a cap and skirt), an aluminium plate (2)
to secure the post to the decking and a rail and
baluster kit (3).

1

Swivel
bracket set horizontal

N/A

Black:
gTRSSBHB
Bronze:
gTRSSBHBR

Required when installing Signature
railings and the angle between kits is
NOT 90°.
Two brackets per pack.

Visit www.arbordeck.co.uk/downloads and have
a look at our installation guide for advice on fitting
your deck rail.
2

24
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| For tips, advice and to ﬁnd your nearest installer visit www.arbordeck.co.uk |

sPeCifiCAtion
PRODUCT
NAME

1

WIDTH x LENGTH
x HEIGHT

Signature
aluminium
post with
cap & skirt stair rail

63mm x 63mm
x 1.340m

Signature
aluminium
rail kit with
square
balusters stair rail

45mm x 1.82m
x 1.090m

Crossover
swivel
bracket.
Works with
stair rail post

N/A

TIPS

Trex Signature® Railing is available in Charcoal Black and Bronze. Colours shown are as
accurate as the print process will allow. Please request a sample prior to ordering.

rAiling
PRODUCT
CODE

Black:
gTRSSPB
Bronze:
gTRSSPBZ

PRODUCT
DESCRIPTION

Includes post, cap and skirt.
Aluminium plate and hardware (gTRSAP)
is required if you are fitting this to a
timber or composite deck.

PRODUCT
NAME

WIDTH x LENGTH
x HEIGHT

PRODUCT
CODE

PRODUCT
DESCRIPTION

Swivel
bracket set stair

N/A

Black:
gTRSSBSB

Required when installing Signature
railings and the angle of the stairs is
not between 32°-37°.

Bronze:
gTRSSBSBR

Two brackets per pack.

Can be used when the height of the
deck is above 600mm.

Black:
gTRSRKSB
Bronze:
gTRSRKSBZ

Black:
gTRSSWXB
Bronze:
gTRSSWXBZ

Includes top rail, bottom rail, infill kit,
balusters and all brackets to fit the
railing to the post.

Extra fixed
bracket set stair

N/A

Bronze:
gTRSFBSBZ

Brackets included are suitable for stair
angles of 32°-37°. If angles are outside
32°-37° a stair swivel brackets kit is
required (gTRSSBSB/gTRSSBSBR).

Extra brackets - required when a stair
railing kit is cut and additional posts
are to be fitted.
These are the same brackets that
are included in the stair rail kit.
Four brackets per pack.

Aluminium
plate and
hardware kit

To be used in conjunction with a
stair rail post when joining two stair
rail kits together and looking for a
seamless run between two kits.
Includes stair swivel crossover
bracket and post to bracket
fasteners.

Black:
gTRSFBSB

64mm x 64mm
x N/A

gTRSAP

Required for installation for all
Signature posts, on all timber and
composite decks*.
*Not

required when installing posts
into concrete.

2

About the deck boards

Breaker boards add a dimension to the design of the deck and help distinguish
between diﬀerent areas. using breaker boards in the deck design also means that
boards don’t have to be butted up against each other. when boards are butted up to
each other, make sure you align boards from the middle rather than the edge to allow
for expansion of boards.

visit www.arbordeck.co.uk for our downloadable installation guide.

Boards often have a camber / bow
in the board – especially the longer lengths like the 4.88m. these are easily resolved
when installed. Before installing the board, turn it around so the camber is curving
outwards. start installing the board from one end. As you move along the board,
gently push the board into line and use the clips or screws to secure it.
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elevAte your
living sPACe

the troughs and
downspouts are
installed under
the deck

Expand your outdoor living space with the innovative Trex®
RainEscape® Deck Drainage System
these eﬀectively
drain water away
from the deck

trex rainescape is a unique product that enables you to create an indoor style living
space, outdoors.
its unique design drains water away from your deck allowing the area below to be dry
and safe from the elements. the revolutionary system is easy to install on any new deck.
it can even be installed on an existing deck by lifting the boards before installation.
once the trex rainescape deck drainage system is installed, utilities such as electrical
wiring and gas lines can be added, then covered with the ceiling of your choice.

expands your outdoor living space

Protects your ﬂoor joists from moisture

Protects the space below your deck
from rain, sun and other elements

simple three-step installation process

| See
pageyour
30 for
more
information
|
Request
free
sample
at www.arbordeck.co.uk
|

Trex. How outdoor living should feel.

Bringing the
comforts of the
indoors outside

01469 532 300

sales@arborforestproducts.co.uk
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trex Protect Joist and Beam tape is a self-adhesive butyl tape designed to
protect the top of your timber joist or beam. this prevents moisture ingress
that can lead to joist rot and loosening of the deck screws and fasteners.

whAt’s
underneAth

THE OLD WAY
rain, snow and ice
seep in around the
fasteners, encouraging
wood rot.

THE SMART WAY
trex Protect
seals around all
fasteners, inhibiting
moisture.

trex can be used with a wide variety of substructures, including
timber, aluminium, steel and pedestals. Currently the majority of
decks constructed in the uK, both timber and composite, are
installed on timber substructures because it’s accessible, reliable
and quick and easy to work with.
installed correctly, timber substructures will be ﬁt-for-purpose for
many years giving you peace of mind that your trex deck will
continue to look good and be maintenance free.

End coat preservative for timbers cut on-site
A simple to use solution. Apply to cuts or notches made to softwood
timber to maintain the integrity of the preservative treatment.

Beneﬁts of using timber for the substructure:
readily available

environmentally sustainable
material

Adequate strength
easy to use
value for money
relatively low
permeability to water

gtENDCOAT
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01469 532 300

sales@arborforestproducts.co.uk

support system
the Arbordeck support system is a high performing substructure system
which is a long-lasting and durable alternative to timber. the system
includes aluminium joists and connectors and self-levelling adjustable
pedestals which allow for quick and easy deck building. they are built to
last and can help extend the lifespan of your decking by preventing rot
underneath. it is suitable for use with all conventional decking systems and
the wide range of support products creates endless options to transform
your outdoor space, big or small. the system is supported by a 25-year
limited warranty giving you peace of mind for your entire deck.
ideal for use in more complex installations like: roof areas, terraces and
balconies, walkways and wheelchair access ramps, patio overlays and
rennovations.

Quick and simple to install

25-year limited warranty

suitable for both commercial
and domestic applications

extremely versatile

easy to adjust

Aluminium joists and connectors.
Always completely straight, will not
warp, twist, splinter or crack.
lighter than traditional methods
with greater strength to size ratio.
superior longevity.

Self-Levelling Adjustable Pedestals.
decking can be laid onto the pedestals
without having to manually adjust slope
correction. Provides slope correction up
to 10.5%/6°. suitable for use with
aluminium or timber joists.

Decking support cradles.
the perfect solution for use when
decking requires elevating oﬀ the
ground by a minimal height.
suitable for use with aluminium
or timber joists.
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SPECIFICATION

TIPS
About the substructure

PRODUCT

RainEscape down spout

DESCRIPTION

Installed at the end of the joists to create a drainage system.

DIMENSIONS

1.1L

PRODUCT CODE

gTRREDP

QTY

RainEscape trough

Installed between the joists to create a drainage system.

50cm x 3.66m
50cm x 4.88m

gTRRET366
gTRRET488

1
1

1

RainEscape waterproof butyl caulk

Used to seal and waterproof seams and perimeter of deck.

n/a

gTRRECAU

1

RainEscape waterproof tape

Used to cover overlapping layers of trough and seal around fasteners.

102mm x 15.24m

gTRRETAP

1

RainEscape post flash

Seals railing post to the top of the RainEscape system.

102mm x 102mm

gTRREPFL

1

t t
the substructure must be
a minimum height of
38mm from
the ground. for areas with
the potential for debris to
build up, a minimum 89mm
is recommended to allow
the debris to be removed.

the joist centres for
residential decks must be
a maximum of 400mm.

the joist centres for all
commercial decks must
be a maximum of 300mm.

when boards are end-toend and meet at a joist,
use side-by-side sister
joists to support the end
of both boards.

SPECIFICATION

Protect joist cap tape

DESCRIPTION

Self adhesive butyl tape designed to protect the top of
your joist from moisture.

DIMENSIONS

41mm x 15.24m

PRODUCT CODE

QTY

Protect beam cap tape

Self adhesive butyl tape designed to protect the top of
your beam from moisture.

79mm x 15.24m

gTRPRBT

1

PRODUCT

timber, composite,
aluminium or steel joists
are acceptable materials
for the substructure of a
deck. the substructure
must be ﬁxed down to
provide a strong base
and drainage, access and
airﬂow are also critical.

gTRPRJT

1

it’s a good idea to paint
the joists before installing
the boards so that they’re
not visible from the
surface.
visit www.arbordeck.co.uk for our
downloadable installation guide
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| For tips, advice and to ﬁnd your nearest installer visit www.arbordeck.co.uk |

sPeCifiCAtion

support system

PRODUCT

DESCRIPTION

DIMENSIONS

PRODUCT CODE

Aluminium substructure joist (DS38)

Aluminium joists with continuous fixing channel.

Width: 48mm
Depth: 38mm
Length: 3600mm

Aluminium corner connector 90°

Connects two joists to create a 90° angle.

n/a

gRYACC

Aluminium Alloy 6063

Each

Aluminium adjustable corner connector 135°

Connects two joists to create a 135° angle.

n/a

gRYAACC

Aluminium Alloy 6063

Each

Aluminium straight connector

Connects two joists end-to-end.

n/a

gRYASC

Aluminium Alloy 6063

Each

Self-levelling pedestals – various heights

Allows the deck to overcome different surface levels to create a
flat deck. Also ideal for concealing services, ductwork and pipes
beneath the deck.

Base diameter: 210-220mm
Head diameter: 135mm
Bearer width capacity: 20-100mm

Recyclable, UV resistant
polypropylene.Resistant
to mould, algae, alkali
and bitumen

Box of
25

gRYAJ38

MATERIAL

Aluminium Alloy 6063 /
powder coated to
RAL 9005

QTY

Each

Standard decking head for use with timber bearers. Ask for more
information.

Various heights available:
40-56mm,
50-70mm,
70-110mm,
110-160mm,
150-210mm,
200-300mm,
Larger sizes available on request

Adjustable cradle

Ideal when the decking needs to be elevated off the ground by
a minimal height. Ideal for patios and balconies. For use with
timber or aluminium joists.

Base diameter: 90mm.
Bearer width capacity: 44-48mm
Height range: 10-40mm

gRYACR

Recycled glass filled Nylon.
Resistant to moulds, algae,
alkali and bitumen

Box of
50

Stainless steel joist screw

Stainless steel pan head self-drill screw with square drive.
Must be used with the connectors to secure joists.

n/a

gRYJS

Stainless steel

Bag of
200

Stainless steel self-drill for Trex Universal Clips

Stainless steel CSK head self-drill pilot-point screw. Must be
used when installing Trex decking onto the aluminium deck
support system.

n/a

gRYDS

Stainless steel with
matt black finish

Bag of
200

Special ‘clip-on’ head (pictured) for use with aluminium bearers.

visit www.arbordeck.co.uk for our downloadable installation guide.

gRYPED40
gRYPED50
gRYPED70
gRYPED110
gRYPED150
gRYPED200
On request
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Trex Transcend is available exclusively from Arbor
Forest Products Ltd, a British company with more
than 175 years’ experience in the timber industry, a
clear environmental focus and the very highest levels
of service, quality, knowledge and value.
How to buy Trex®
Visit www.arbordeck.co.uk for more information on
our wide range of composite Trex® deck products,
or contact us by phone, fax, as below, or email us
on sales@arborforestproducts.co.uk
Tel
Email
Web

01469 532 300
sales@arborforestproducts.co.uk
www.arbordeck.co.uk

How to build Trex®
Are you a DIY enthusiast? Visit www.arbordeck.co.uk for
help and advice. Alternatively contact us by phone, fax or
email for a brochure to be posted to you.
If you would like your deck professionally installed please
contact us or visit www.arbordeck.co.uk for more
information on our network of installers.

ORDER YOUR

Inspiration
Sample Pack
/ The Trex inspiration pack
includes everything you need
to plan your Trex deck.
/ Two Trex samples of your choice.
Each sample is 150mm x 140mm
/ Trex decking clips
www.arbordeck.co.uk/sample-request

Thank you to the following
designers, installers and
organisations for the use of
project photography in this
brochure:
Join the conversation

Arbordeck:
Distinctive Landscapes, Mansfield
GMS Leisure Limited, Truro
Timberscapes, Sheffield
Trex:
Gisborne Homes, Derby
Island Landscape, Isle of Man
North Spas
Paul Cox Landscaping, York
Steve Carruthers
Trex Company, Inc.
Whalley Construction, Darwen

The information contained within this publication is given in good faith.
Every effort has been made to ensure that the guidance given is accurate
and Arbordeck cannot accept any liability for loss or damage arising from
the information contained herein. All photography and colours are
reproduced as accurately as the print process will allow.
The installers whose projects are shown in this brochure are
independently owned and operated, and are neither affiliated with
nor agents or representatives of Arbordeck. Arbordeck makes no
representations or warranties as to, and is not responsible for, the
performance, acts or omissions of these installers.

