
ArborClad combines the warmth of wood with 
the low-maintenance and long-lasting benefits 
of composite. Available in four colours with an 
attractive wood-grain surface finish.

COMPOSITE CLADDING FOR 
EXTERIOR APPLICATIONS

• Never needs to be sealed, 
stained or painted

• Splinter free and crack resistant

• Weather-resistant

• Outperforms wood alternatives 
on fade resistance

• No issues with warping

• No need to maintain or replace

• 15 year residential warranty

Amber

Anthracite

Stone

Smoke

Manufacturer warranty is subject to terms 
and conditions, contact us for full details.

01469 535 415
trex@arborforestproducts.co.uk

www.arbordeck.co.uk

MORE INFO AND TO ORDER:



VERTICAL APPLICATIONHORIZONTAL APPLICATION
Treated fixing battens
38x25 or 50x25 screwed 
to studs at max 400mm

Breathable 
membrane

Treated battens
38x25 or 50x25 screwed 
to studs at max 400mm

Vertical boards
Fastened at every 
intermediary support

Breathable 
membrane

Treated battens
38x25 or 50x25 screwed 
to studs at max 400mm

Horizontal boards
Fastened at every 
intermediary support

FOR PROJECT ENQUIRIES 
PLEASE CONTACT THE TEAM 
AT ARBOR FOREST PRODUCTS

01469 535 415
trex@arborforestproducts.co.uk
www.arbordeck.co.uk
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